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Eldon, Floor standing ICT-Racks

The El-Rack® (floor standing) server racks will offer the user a wide range of varieties with an outstanding flexibility to generate the required solution for any type of circumstance. 

Floor Standing Racks

· The El-Rack® floor standing patch/server racks are available in both a knock-down or flat-pack version and/or assembled as of factory 

· The rack design is suitable for passive and active components, as server racks and telecom solutions 

· The El-Rack® design is symmetrical both on the inside and out improving even further the flexibility

· Can be combined in front, side and depth 

· Available in the following widths : 19”, 23”, 24” and ETSI (metrical) in the same design

· Dimensions ranging from 21U to 48U in height, 

· Outside rack dimensions ranging from: 1100 x 600 x 600 mm up to 2600 x 800 x 1200 mm

Technical information El-Rack®  floor standing Racks

· The frame is manufactured using 1,5 mm mild precision sheet steel, continuously rolled from top to bottom, and joint together with a pre-welded top and bottom frame. 

· Due to symmetrical frame profile, a balanced amount of accessories will provide a full spectrum of mounting possibilities saving the user unnecessary costs during purchasing, stocking and mounting

· This manufacturing concept gives the frame a high rigidity and makes the enclosure particularly strong with a great resistance to warping and supports a high static load up to 800 kg.

· Due to the ingenious design the rack can be supplied as a flat-pack or a completely build pre assembled frame up to customers specifications.

· The frame is perforated with a pitch of square (9 x 9 mm) holes allowing fast time saving installation of accessories. 

· 19 Inch profiles are fully adjustable in depth.

· The doors are manufactured using 1.5 mm mild sheet steel with optional espagnolette guides in all out laying doors, and can be hinged both left and right hand

· Quick release snap hinges, for a fast installation or removal of the doors, for full access during installation or maintenance allow the inlaying doors to be opened to 130º and out laying doors to be opened even 180º without the addition of extra hinge parts.

· The hinges are equipped with spring guided hinge pins which leafs the pin fixed in the door hinge even after removal of the door.

· The standard fitted half profile key lock on all outlaying doors can be replaced by any insert you require from the key program 

· The rear/side panels are manufactured using 1.5 mm mild sheet steel and can be replaced by a plain or transparent doors. Easy one man snap fitting is part of the integrated system.

· The removable side panel is manufactured using 1.5 mm mild sheet steel. Easy one man fitting is part of the integrated system.

· AII parts are pre-treated with iron phosphate and demineralised. After that protected with powder paint RAL 7035 with structured finish.

· Environmental protections are measured according to the lEC 60529, EN60529 & EN 50298, NEMA250, UL50/508 standards.
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