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Eldon Excellence Stainless Steel Floor standing enclosures.

The range of floor standing Stainless Steel enclosures comprises:

· The K for Kompakt as an individual enclosure completely closed on both sides

· And the C for Combination as a coupling enclosure with open sides

· Dimensions ranging from 1600 x 600 x 400 mm up to 2000 x 1200 x 600 mm

Technical information

Material

· Manufactured from 240s pre-grained stainless steel, offering increased resistance to corrosion, and cleaner, smoother surface suitable for extreme harsh environments and food applications

C series

· The Frame is manufactured using 2,0mm stainless steel, with 25mm hole pattern according to DIN 43660. The framework also incorporates and integrated Plinth.

· The design and manufacture provides the frame a high rigidity and makes the enclosure particularly strong with a great resistance to warping.

· The required rigidity is assured by the profile, which is six times folded.

· The frame is perforated with a reticule of round (dia 4.3 mm) and square (10 x 14 mm) holes, alternated with a pitch of 25 mm allowing fast time saving installation of accessories. 

· The open design of the hole pattern and the folds allows space for profiles to be mounted in both directions. Ordinary nuts and bolts may be utilised for fixing as well as Eldon’s standard set of cage nuts and self-tapping screws.

K series

· Stand-alone K series offers similar construction to the C series but without the vertical profiles of the C series. The body is manufactured from 1.9mm stainless steel. 

Additional Specifications (K & C series)

· The door is manufactured using 1.9mm mm stainless steel. Inside the door there is a 25mm pitch drilled doorframe mounted. This frame, easy removable for any reworking makes the door stronger and allows an easy attachment of any type of application. 

· Three, concealed hinges allow the door to be opened to 130º and four self-positioning locking points assure an even pressure on the seal.

· A special continuous polyurethane seal assures the IP55 / IP66 NEMA 12 and 13, 4, (4x), degrees of protection. 

· The standard fitted lock is a 3 mm DIN insert which closes the door, moves a four point espagnolet bar on the single and three point espangolet on double door versions. The opening of the door is reversible without any mechanical reworking.

· The rear panel is manufactured using 1.4 mm stainless steel and can be replaced by a plain door. Easy one man fitting is part of the integrated system.

· The removable side panel for the Combination enclosure is manufactured using 1.4 mm mild stainless steel. Easy one man fitting is part of the integrated system.

· The bottom of the enclosure is designed with a large opening and covered with a single removable and interchangeable entry plate, made of 1.4mm stainless steel.

· To comply with EMC guidelines, the mounting plate is manufactured from Sendzimir zinc-plated steel plate 3.0 mm thick. This plate provides an equipotential mass connection between all the devices on the enclosure.

· All panels are directly earthed to the enclosure frame by their fittings or an extra fitting clip.

· The mounting plate can be adjusted in depth position but doe not interfere with the bottom cable entry space. The position of the mounting plate in far rear position is standard and the use of two opposite mounting plates is always possible. 
· There is full compatibility of the accessories and the use of the same components such as doors, rear panels, mounting plates, bases and all common accessories for both ranges Kompact and Combination versions.
· The enclosure offers maximum protection to the user and equipment thanks to the high protection degree IP55 / IP66, EN60529 & EN 50298
· The enclosures carry the CSA, GL, KEMA, Lloyds Register, TUV and UTE approvals.
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