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Monitoring

EDRM

Telescopic TFT-screen

1U high telescopic 17-Inch TFT screen, with front USB port and optional KVM switch. 
The keyboard and screen can be fully withdrawn from the rack. As the screen is equipped with friction hinges, it can be positioned under 
any angle. Maximum safety is guaranteed as a slide-in lock prevents the screen from sliding back into the rack when operating it. 
Possible to monitor and program from 1 up to 16 servers with only one unit.

Technical data

Description: Integrated monitor-keyboard-mouse drawer unit for 
Server Racks - 1 U high, 19 Inch rack mount - Simple and fast 
installation in the rack - Ergonomic design for comfortable usage - 
Brilliant 17" LCD display - Exchangeable compact keyboard with touch 
pad - Smooth-gliding ball bearing telescoping slides with cable arm - 
Slide have friction stops to prevent movement of the keyboard - Torque 
hinges ensure secure positioning of the monitor - Integrated wide range 
power supply (100-240 VAC) - PS2 interface for keyboard and touch 
pad - USB Interface in the front-trim - International keyboard fitted 
standard
Technical information: Technical details 17 Inch display - 17 Inch 
TFT LCD display - Resolution 1280 x 1024 (SXGA) - Luminance typ. 
300 cd/m² - Contrast ratio typ. 500:1 - 16.7 mil. colour - On-screen 
menu - Certifications: CE, FCC Colour - Drawer      :RAL 9005 black - 
Front panel  :RAL 9007 grey aluminium

Additional information: Standard supply with American/International 
keyboard. For keyboards in a other language add behind the standard 
ordering code: GE   for German keyboard EN   for English keyboard FR   
for French keyboard ESP for Spanish keyboard
Delivery: TFT/keyboard-drawer - Data cable VGA/keyboard/mouse. 
Set telescopic slides for rack mounting 600-900mm deep depending 
upon chosen version (see drawing) - Cable arm - Manual - KVM switch 
(optional) - Two year warranty All products are supplied without interface 
(EDIF) and connection cables (EDSC). Except for the 4-port KVM 
versions, these products are always supplied with all 4 cables, length 
1,8mtr.
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Height U Extention Weight Screen size (inch) Front USB KVM switch N° of ports Part No.

1 EDCS 14kg 17 no no (1) 1 EDRM17000
yes no (1) 1 EDRM17U000

16kg 17 yes yes* 4 EDRM17KU04
no yes** 8 EDRM17KA08

16 EDRM17KA16
EDIF 16kg 17 no yes*** 8 EDRM17KC08

16 EDRM17KC16

EDRM,

* supports the following systems: Windows, Linux, MAC OS9/ OSX, Sun Micro Solaris 8 (supplied including 4 connection cables)
** supports the following systems: Dos, Windows (3X, 9X, 2000, NT4, ME, XP, 2003 Server)
Linux, Unix, QNX, SGI, FreeBSD, BeOS, Open VMS, Novel 3.12-6, Alpha UNIX, HP UX, SUN 
***supports the following systems: Dos, Windows (3X, 9X, 2000, NT4, ME, XP, 2003 Server) 
Linux, Unix, QNX, SGI, FreeBSD, BeOS, Open VMS, Novel 3.12-6, Alpha UNIX, HP UX, SUN
1              OEM/Networking version

Dimensions
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EDIF, KVM Interface module
 

Description: Innovative RIC (Remote Interface Connection) 
technology offers extended distance from KVM to server (up to 10 
m). Smart cable management (only a CAT 5 cable) PS/2, SUN or 
USB interface within one system. With "keep alive function" when 
connection is not available. Extend distance between computer and 
switch up to 10 m/33ft.
Weight: Shipping weight 300g / 0.66lb
Delivery: 1 cable with intelligence

 

Connection Type Clamp Size Length Part No.

PS/2 RJ45 300mm EDIF-PS2
SUN RJ45 300mm EDIF-SUN
USB RJ45 300mm EDIF-USB

EDSC, PC-System cable
 

Description: Uniclass PS/2+VGA PC system cable. Can be used in 
combination with the EDRM and KVM versions.
Pack. quantity: 1 cable

 

Dim. L Part No.

8-16 pole KVM 1.8 mtr EDSC-18
3.0 mtr EDSC-30
5.0 mtr EDSC-50

4 pole KVM 3.0 mtr EDUSB-30
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PAT, 19" CAT.3 Telephone distribution panel

Description: Telephone distribution panel, unshielded, for sub-
distribution in structured telco networks according to ISO/IEC11801 
and DIN-EN 50173. The base plate ensures a good guiding and 
distribution of the connected cables. 
Additional information: A space saving cabling of telephone sub-
distribution. With this packing density, it is possible to connect up to 
100 cable pairs of telephone cable in the space of 1U only.

Earthing: 2x earthing studs, LSA-/SID connectors
Colour: RAL7035, light grey
Weight: ca. 1050gr. (25x RJ45)
Pack. quantity: 1 distribution panel without cover, for certified 
systems
Connection: 4 Pole (4/5,3/6) IDC technology (LSA), with cable 
strain relief and earthing connections Cat.3, RJ45.

 

Suitable for ISDN and other telecommunication equipment
Colour: RAL9011, black available on request

Height U Front Nr. Description Depth Part No.

½ 25 4-pole 110 PAT032515
1 25 4-pole 110 PAT132515

50 4-pole (4/5,3/6) 110 PAT135015

PAD, 19" Cat.6 Distribution panel (screened)

Description: Fully screened RJ45 Distribution panel in ½U and 1U 
version. The screened form is utilised in structured communication 
networks as laid down in the standards ISO/IEC 11801 and DIN EN 
50173. The panel complies fully with these standards as well as all 
specification in EIA/TIA 568. The mechanical design (screening braid, 
opening catches) and the Eldon specific handling advantages have 
been retained. 
Additional information: Removable EMC cover with snap fixation 
for easy and fast installation without loosing the screening 
effectiveness.
Connection: Cat.6 on all pair combinations, RJ45, with cable strain 
relieve and cable connection by IDC blocks
Shielding: EMC shielded according to EN55022, EN50082 Part 1 
Screening braid for cable diameter: 4-6 mm (measured without 
insulation)
Earthing: earthing stud, IDC block
Weight: ca. 2600 gr
Colour: RAL7035, light grey
Pack. quantity: 1 distribution panel with (EMC)cover for certified 
networks

 

RAL9011, black available on request

Height U Front Nr. Depth Part No.

½ 24 160mm PAD062415
1 24 160mm PAD162415
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PADP, 19" Cat.6 Pass through distribution panel 

Description: Pass through distribution panel, shielded, for sub 
distribution in structured communications networks according to 
ISO/IEC11801 and DIN EN50173. Both the front and rear are 
equipped with RJ45 connections for incoming and outgoing cables. 
Very user friendly and time saving installation.
Additional information: Especially designed for Networking 
Providers with separated responsibilities for active and passive 
components
Connection: Cat.6 front and rear female RJ45 connectors, EMC 
protected
Earthing: Earthing stud for 16mm² 
Colour: RAL7035, light grey
Weight: ca. 1400gr
Pack. quantity: 1 pass through distribution panel with cover, for 
certified networks

 

Height U Front Nr. Rear Nr. Depth Part No.

½ 24 24 58mm PADP062415
1 24 24 58mm PADP162415

PADM, Mounting aid for distribution panels

 

Description Part No.

260 x 45 PADM02

Description: Mounting aid for all types of 19" patch/distribution 
panels of 1U height. A secure, easy and fast mounting on the patch 
rack can be done by only two screws. The withdrawn patch panel 
now has the correct working angle. The panel will be positioned 
under a 45 degree angle, ensuring correct cable radius preventing 
any damages to the core.  Can also be mounted onto a fully 
equipped rack. Suitable for any distribution panel up to a depth of 
160mm.
Additional information: Click the panel firmly in place. The (rear) 
wiring of the panel will be much easier and therefore ergonomically 
less straining. As the profiles can be folded together it will fit in any 
toolbox
Colour: RAL7035, grey
Weight: ca. 350gr
Pack. quantity: 2 mounting profiles which can be folded together
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PAF, 19" Fibre Optic Splice Box N, drawer with 
pigtail set

 

Part no. PAF124335, PAFM124335, PAF112235 and PAFM112235 only 
available on request

Height
U

Front 
connection

Rear 
Nr.

Description Depth
(mm)

Part No.

1 SC/SC duplex 12 Single-Mode 300 PAF112225

SC/ST duplex 12 Single-Mode 300 PAF112235

ST/ST 24 Single-Mode 300 PAF124335

SC/SC duplex 12 Multi-Mode 300 PAFM112225

SC/ST duplex 12 Multi-Mode 300 PAFM112235

ST/ST 14 Multi-Mode 300 PAFM124335

Description: Fibre optical distribution panel with drawer technique, 
utilised in structured communications networks as laid down in the 
standards ISO/IEC 11801 and DIN EN 50173. Distribution panels for 
19" racks, are available for all types of fibre optic connectors 
currently in use. 
Additional information: Empty distribution panel suitable for 
splice cassette PAFS
Connection: 1U box suitable for different connections SC and ST 
or a combination of them
Dimension: Diameter single mode: 62,5 mm, Diameter muliti 
mode: 50/62,5 mm
Weight: appr. 3600 gr
Colour: RAL7035, light grey
Pack. quantity: 1 Fibre optical splice box, drawer version including 
4 cable entry guides

PAFS, Splice kit for splice box

Description: Splice kit for an extension of the splice boxes PAF(M).
Pack. quantity: 1 fibre optical splice box, splice cassette lid, splice 
holder, 15 crimp splice protectors and 2 tire wraps

 

 

Description Part No.

incl. 15 crimp splice protectors PAFS01

Test Screen, Interferometer-Measuring

  Interferometer-measuring of a fibreglass-connection Eldon 
components can be used in certified networks. In order to maintain a 
high level of quality each and every connection is tested on an 
individual basis. By using an Interferometer, the surface of a 
fibreglass connection can be visualized three dimensionally. By doing 
so, one can gather detailed information about the quality of the 
polish.  It supplies information about the roughness, cleanliness, 
scratches or thickness of the glue at the tip of the plug. Even more 
important is the possibility to get information about the positioning of 
the fibre in relation to the centre of the Polish (APEX).  If the fibre is 
sticking out or if it is in too deep or if the radius is Ok is further 
information, which can be obtained.  It is only possible to get this 
information using interferometer measuring. It doesn' t substitute the 
usual "damping test", but gives additional information about the 
production quality of a highly sophisticated fibreglass-connection.  
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PAC, Painted steel front panels
 

Description: Blank panel
Material: 3 mm steel.
Finish: Light grey, RAL 7035 structured paint.
Pack. quantity: 1 piece

 

 

W Height U Part No.

19" 1 PAC01
2 PAC02
3 PAC03
4 PAC04
6 PAC06

PACV, Ventilated front panels
 

Description: Blank panel with vents.
Material: 3 mm steel.
Finish: Light grey, RAL 7035 structured paint.
Pack. quantity: 1 piece

 

 

W Height U Part No.

19" 1 PACV01
7 PACV07

PAP, Patch panels
 

Description: For cable entry, with edge protection. A 20 mm band 
on one side is left unpainted on the rear side for optimal earthing with 
the 19' '  profile.
Material: Made from 1.5 mm galvanised steel.
Finish: Light grey RAL 7035 with blue screen numberings.
Pack. quantity: 1 piece.

 

Other cut-outs and special patch panels are  available on request

N° of cut outs Height U Usage Part No.

1 1 Cable entry PAP01CE
32 2 RJ 45 connectors PAP02RJ45
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CGP, Plastic cable guide
 

Description: Flexible cable guide with opening for easy insertion of 
cables.
Material: Reinforced glass-fibre
Finish: Grey
Sizes: 93 x 41 mm.
Pack. quantity: 10 pieces with fixing screws.

 

 

Dim Part No.

41 x 93 CGP01

CGS, Cable guide
 

Description: Can be fixed on each side.
Material: 4 mm steel plate.
Finish: Structure powder paint, RAL 7035.
Pack. quantity: 20 pieces with mounting material.

 

 

Dim Part No.

55 x 85 CGS01

PACM, 19" Cable manager with 5 plastic guiding 
clips

Description: 1U high cable management panel for horizontal 
routing. Steel panel fitted with five plastic cable guides for copper 
patch or glass fibre cables. Integrated safety radius (R=30 mm) for 
the ideal bending radius and safe support of your delicate cables. 
Can be mounted with optional screws, CHS.
Additional information: The cable guides are supplied with a 
security clip. This feature helps secure the cables if the guides are 
full.
Finish: Powder painted panel, RAL7035 (grey), Black RAL9005 
available on request.
Pack. quantity: One panel with 5 plastic cable guides
Material: 1,5 mm steel panel with plastic cable guides

 

Height U D H Part No.

1 56 44 PACM1056
100 44 PACM1100

PACM-S, 19" Cable manager with 5 steel 
guiding clips

Description: 1U high cable management panel for horizontal routing 
of patch cables. Fitted with steel cable guides of 75 mm length. Can 
be mounted with optional screws, CHS.
Material: 1.5 mm steel panel with steel cable guides
Finish: Powder paint, RAL7035 (grey), Black RAL9005 available on 
request.
Pack. quantity: One panel with 5 steel cable guides

 

Height U D H Part No.

1 75 44 PACM1075S
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CGPT, Patch cord guide
 

 

Dim Part No.

70 CGPT70

Description: Patch cord guide for both Pigtails and Patch cables. 
Equipped with hinged and removable tongue easy re-routing of the 
cables.
Material: Polycarbonate UL94HB
Colour: RAL9001, light grey
Weight: ca. 20 gr
Delivery: 1 body with mounted tongue and two screws M5x6

Description: Mounting aid for all types of 19" patch/distribution 
panels of 1U height. A secure, easy and fast mounting on the patch 
rack can be done by only two screws. The withdrawn patch panel 
now has the correct working angle. The panel will be positioned 
under a 45 degree angle, securing a correct and mild cable radius 
preventing any damages to the core.  Can also be mounted onto a 
fully equipped rack. Suitable for any distribution panel up to a depth 
of 160mm.
Additional information: Click the panel firmly in place. The (rear) 
wiring of the panel will be much easier and therefore ergonomically 
less straining. As the profiles can be folded together it will fit in any 
toolbox
Colour: RAL7035, grey
Weight: ca. 350gr
Pack. quantity: 2 mounting profiles which can be folded together

 

Description Part No.

260 x 45 PADM02

PADM, Mounting aid for distribution panels
 

PAMH, 19" Mounting help
 

Description: So called "third hand" mounting tool. Can be fitted in 
any 19" profile to support heavy components from front or rear. 
Keeps your hands safe, while having them free for installing the 
components. With one turn of the handle the mounting help can be 
locked or unlocked.
Additional information: Self clamping mechanism locks the support 
directly into place. Secure it with the red handle and the product is 
operational.
Pack. quantity: 2 pieces
Material: 2.0 mm zinc plate steel with quick release handle

 

Height U h Part No.

1 44 PAMH02
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EDTM, Tape measure mm/Inch
 

Description: A tape measure shows both mm and inches. Handy for 
installing 19- inch components in combination with the metrical 
dimensions of a rack. The 3 mtr long tape ensures a quick and 
correct installation of the components on the right spot.
Pack. quantity: 1 piece

 

U Slide length Weight (g) Part No.

mm/inch 3 mtr 112 EDTM30

BFT, Touch-up paint (acrylic)
 

Description: Touch-up pencil or spray can, to repair small scratches 
in the painted surface.
Colour: Light grey, RAL7035
Material: Touch-up pensil, acrylic paint 12ml. Touch-up spay can, 
acrylic paint 400ml
Delivery: One touch-up pencil 12ml or one spray can 400ml

 

Colour CC (mm) RAL Colour Part No.

light grey 12ml RAL7035 BFT7035
RAL7035 BFP7035
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MultiFlex IP protected racks

MCI

IP protected ICT Rack

The IP protected ICT Rack based on the Multi-Flex® range. Suitable as a stand alone version with integrated cooling or to be used in the 
more harsh environments e.g. workshops.
Can be equipped with all the standard accessories of the Multi-Flex® range including many options for up-flow and cross-flow 
ventilation.

IP 56, NEMA 4, 12 & 13. IK10

Technical data

Material: Frame 1.5/1.75 mm steel plate. 19" profiles and door 1.75 
mm steel plate. Roof plates: 1.35 mm steel plate. Bottom plates: 1 mm 
galvanised  steel.
Frame: Seamwelded reversed open profiles with 25 mm hole pattern 
according to DIN 43660. Including integrated external hole pattern.
Rear door: Surface mounted with hinges allowing left or right hand 
opening. Including door frame with 25 mm hole pattern.
Side panels: Supplied as an accessory.
Roof panel: Removable
Lock: Espagnolette 4-point locking. Standard DIN-lock with 3 mm pin. 
Can be exchanged for standard inserts or Euro-cylinder and swing 
handle.

Bottom plates: Consists of three or four (D> 600)   pieces.
19" profiles: Provides front and side universal punchings.
Earthing: All panels are earthed through their fittings  and are 
equipped with a separate earthing stud.
Finish: Frame and roof plates: structure powder paint RAL 7035. 19" 
profiles: zinc plated steel.
Protection: Corresponds with IP 56 and Nema 4, 12, 13 when front 
door and side panels are fitted. IK10.
Delivery: Frame with fitted rear door, roof panel, bottom plates. 19" 
profiles at front and fixing brackets CIB. Delivery also includes earthing 
bolts. Delivered on a pallet with width identical with the enclosure to 
allow combining without removal. All packing material recyclable.
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Height U W D H Weight Part No.

22 600 600 1100 52 MCI11066R5
29 800 600 1400 62 MCI14086R5
33 600 600 1600 68 MCI16066R5
38 600 600 1800 72 MCI18066R5

800 1800 78 MCI18068R5
800 600 1800 78 MCI18086R5

42 600 600 2000 78 MCI20066R5
800 2000 82 MCI20068R5

800 600 2000 82 MCI20086R5
800 2000 88 MCI20088R5

47 600 600 2200 84 MCI22066R5
800 2200 88 MCI22068R5

800 600 2200 88 MCI22086R5
800 2200 92 MCI22088R5
900 2200 94 MCI22089R5

Add side panels for closed sides. Front frame can be covered with FFC or a (glazed or plain) door can be fitted.

Dimensions
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MultiFlex IP   accessories
CIP, Mounting angles (19")
 

Description: Full height mounting angles to achieve 482.6 mm (19") 
mounting requirements on all sides. Fully adjustable in depth. To be 
used in conjunction with CIB and CID profiles.
Material: 2 mm zinc plated steel.
Pack. quantity: 2 pieces

 

 

U H Part No.

22 1100 CIP22
29 1400 CIP29
33 1600 CIP33
38 1800 CIP38
42 2000 CIP42
47 2200 CIP47

CIPD, Mounting profiles (19")
 

Description: Side universal 19" punchings. For additional internal 
support. To be used in conjunction with CIB and CID profiles.
Material: 2.0 mm zinc plated steel.
Pack. quantity: 1 pair

 

To be used in conjuction with CIB and CID profiles.

U Part No.

33 CIPD33
38 CIPD38
42 CIPD42
47 CIPD47

CIB, Brackets for fixing 19" mounting angles
 

Description: For fitting 482.6 mm full height mounting angles (19") in 
600 and 800 mm wide enclosures. Fully adjustable in depth. For 
passive units. For active units use CID.
Material: 3 mm zinc plated steel.
Pack. quantity: 2 profiles with mounting material.

 

W Part No.

600 CIB600
800 CIB800
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Description: For fitting asymmetric 482.6 mm mounting angles (19") 
in 800 mm or wider enclosures. Fully adjustable in depth. Especially 
suited when heavier (active) components will be fitted.
Material: 3 mm zinc plated steel.
Pack. quantity: 4 profiles with mounting material.

 

W D Part No.

800/1000 600 CID600
800 CID800

CID, Mounting angles (19") for asymmetric 
fixing

CIWR, 19" Width reducers
 

Description: Used to obtain 19" mounting facilities in 800 wide 
enclosures. Allows the mounting of CIP(P) profiles on partial or full 
height at any depth. Maximum supported weight is 500kg on 2 pair 
of CIWR and 800kg on 3 pair of CIWR.
Material: 2 mm zinc plated steel.
Pack. quantity: 1 pair with mounting material.

 

 

W D w Part No.

800 600 19" CIWR8196
800 19" CIWR8198

CIPP, Mounting angles (19") partial height
 

Description: Partial height mounting angles to achieve 482.6 mm 
(19") mounting requirements on all sides. Fully adjustable in depth. To 
be used in combination with CLPK profiles. For 800 mm wide 
enclosures add CIC brackets.
Material: 2 mm zinc plated.
Pack. quantity: 2 pieces with mounting material.

 

For 800 wide enclosures add CIC. For easy mounting sue CLPK.

U Part No.

6 CIPP06
9 CIPP09

10 CIPP10
11 CIPP11
13 CIPP13
15 CIPP15
18 CIPP18
21 CIPP21
27 CIPP27

CIC, Brackets for partial height mounting angles 
(19")

Description: For fixing 482.6 mm partial height  mounting angles 
(19") in 800 mm wide  enclosures. Adjustable in depth in steps of 
12.5 mm, by using the CLPK click-in profiles.
Material: 3 mm zinc plated steel.
Pack. quantity: 4 brackets with mounting material.

 

Add CLPK click-in profiles for easy mounting.

Part No.

CIC04
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MultiFlex IP   accessories
DGC, Glazed door
 

Description: Standard door with fitted clear safety glass to view the 
inside of the enclosure. Equipped with DIN 3 mm lock system and 
door frame. Allows all options of the locking programme. Use hinge 
kit DMK if not for replacement of standard door.
Material: Frame: 1.75 mm steel plate. Viewing area: 4 mm clear 
safety glass.
Finish: Structure powder paint. RAL 7035.
Protection: IP55/NEMA12, IK10
Pack. quantity: 1 piece

 

If no door was fitted previously use hinge kit DMK01.

H W h w Part No.

1100 600 876 415 DGC1106R5
1400 800 1176 615 DGC1408R5
1600 600 1376 415 DGC1606R5
1800 600 1576 415 DGC1806R5

800 1576 615 DGC1808R5
2000 600 1776 415 DGC2006R5

800 1776 615 DGC2008R5
2200 600 1976 415 DGC2206R5

800 1976 615 DGC2208R5

DMK, Door mounting kit
 

Description: Required when fitting a door. Only needed when there 
was no door mounted previously, for example when replacing a back 
panel for a door.
Pack. quantity: 4 standard hinges. 4 rod catches and mounting 
material.

 

 

Description Part No.

for single door enclosures DMK01
for double door enclosures DMK02

DHN, Door hinges 180°
 

Description: Adjustable door hinges which allows the door to open 
180 degrees, even when enclosures are bayed together.
Material: Die-cast alloy
Finish: Structured blue
Pack. quantity: 4 hinges with mounting material.

 

 

Part No.

DHN180

LSC, Swing handle lock cover
 

Description: Swinghandle for LSSI range inserts. Also available with 
extra padlock facility (LSC503)
Pack. quantity: 1 swinghandle

 

Add LSSI inserts for complete lock.

Part No.

LSC501
LSC503
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SPM, Side panels
 

Description: Easy one man assembly. Sealed by an extruded, one 
piece polyurethane gasket and mounted with 8 screws. Can be 
replaced by the side door DS.

Finish: Structure powder paint, RAL 7035.
Protection: IP 56/NEMA 4, 12, 13.
Pack. quantity: 2 panels with mounting material.
Material: 1.35 mm steel plate.

 

H D Part No.

1100 600 SPM1106R5
1400 600 SPM1406R5
1600 600 SPM1606R5
1800 400 SPM1804R5

500 SPM1805R5
600 SPM1806R5
800 SPM1808R5

2000 400 SPM2004R5
500 SPM2005R5
600 SPM2006R5
800 SPM2008R5

2200 600 SPM2206R5
800 SPM2208R5
900 SPM2209R5

SPMP, Partial depth side panel
 

Description: Partial depth side panel to close the gap between two 
enclosures with different depths. Easy one man assembly. Mounted 
with 8 screws.
Material: 1.5 mm steel plate
Finish: Structure powder paint, RAL7035
Protection: Corresponds with IP21/NEMA1
Pack. quantity: 1 Panel with mounting material

 

 

Height U Height D Weight Part No.

42 2000 100 2.4kg SPMP2001
2000 200 4.8kg SPMP2002

CRP, Rear panel    
 

Description: Standard rear panel for MCI range. To be fitted with 
CRPK mounting kit.
Material: 1.5 mm steel plate
Finish: Structure powder paint RAL7035
Pack. quantity: One rear panel without mounting material

 

Height U Height W Part No.

22 1100 600 CRP1106R5
33 1600 600 CRP1606R5

800 CRP1608R5
38 1800 600 CRP1806R5

800 CRP1808R5
42 2000 600 CRP2006R5

800 CRP2008R5
47 2200 600 CRP2206R5

800 CRP2208R5
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MultiFlex IP   accessories
CRPK, Rear panel mounting kit
 

Description: Required when fitting a rear panel. Only needed when 
there was no rear panel mounted previously e.g. MCI.
Pack. quantity: Complete kit for the mounting of one rear panel

 

Description Part No.

for one panel CRPK08

FFC, Front frame cover
 

Description: To cover the framework around the door aperture on 
600 wide data-telecom enclosures, when a door is not fitted.
Material: 1.75 mm steel plate.
Finish: Structure powder paint. RAL 7035.
Pack. quantity: 1 set with mounting material.

 

 

Height U W H Part No.

42 600 2000 FFC2006R5
47 600 2200 FFC2206R5

CVB, Ventilated bottom plates
 

Description: Three piece bottom plates. Can be used in 
combination with a ventilated plinth PV.
Material: 1.5 mm perforated zinc plated steel. 33% ventilation.
Pack. quantity: 3 pieces with mounting material.

 

Use in combination with ventilated plinths PV.

W D Part No.

600 600 CVB0606
800 CVB0608

800 600 CVB0806
800 CVB0808
900 CVB0809

BG, Cable entry foam and bottom plate gasket
 

Description: The bottom of the enclosure is sealed by the use of an 
adhesive gasket applied on to the frame around the bottom 
openings. The cables are sealed by the addition of adhesive foam 
placed between the bottom plates. The elasticity and the size of this 
foam ensure a tight seal around most cables.
Pack. quantity: 1.6 m adhesive foam (30 x 25 mm) and 6 m 
adhesive gasket (4.5 x 8 mm). For 1600 wide enclosures please 
order 2 sets.

 

 

Part No.

BG01
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CRG, Top cover with cable gland opening
 

Description: Roof plate with gland plates for cable entry. Can be 
used in combination with cable brush EGG.
Material: 1.35 mm steel plate.
Finish: Structure powder paint, RAL 7035.
Pack. quantity: 1 piece with gland plates, gaskets and mounting 
material.

 

 

W D Openings Gland Opening Part No.

600 600 1 360x86 CRG0606R5
800 1 360x96 CRG0608R5

800 600 2 260x96 CRG0806R5
800 2 260x96 CRG0808R5
900 2 260x96 CRG0809R5

EGG, Cable brush
 

Description: Cable brush, can be fitted into the knock-out gland 
openings of all IT ranges.
Additional information: Combination accessories are: Wall 
mounting boxes ElBox range (EBG, EBP, EBS), Air guide panels 
(EDAG), Roof panels (EDFC, CRB), Bottom plates (EDSV, EDSP).
Pack. quantity: 10 pieces

 

 

L W Part No.

395 40 EGG10

CRB, Ventilated top cable cover
 

Description: For cable entry on three sides in combination with 
ventilation. Cable openings provided with brushes. To mount closing 
plates DFC or inside mounting of (maximum 4) DFN 01 ventilation 
fans.
Material: 1.35 mm steel plate.
Finish: Structure powder paint, RAL 7035.
Pack. quantity: 1 piece with brushes and mounting material.

 

Add DFN ventilation fans or DFC closing plates.

W D N° of cut outs Part No.

600 600 4 CRB0606R5
800 6 CRB0608R5

800 600 4 CRB0806R5
800 6 CRB0808R5
900 6 CRB0809R5

CFR, Fan roof plates
 

Description: For mounting a combination of 6 fans DFN 02 or 
closing plates DFC for unused holes in the top of the enclosure. To 
be used in combination with the ventilated roof plate CVR.
Material: 2 mm zinc plated steel.
Pack. quantity: 1 piece with mounting material.

 

Add Ventilation roof CVR. Use fan DFN02. Not used holes can be closed with 
DFC.

W D N° of cut outs Part No.

600 600 6 CFR0606
800 6 CFR0608

800 600 6 CFR0806
800 6 CFR0808
900 6 CFR0809
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CVR, Ventilation roof
 

Description: Raised roof with 2.5 mm ventilation slots and filter 
material, IP 31 and NEMA 1.
Material: 1.35 mm steel plate. Filter material: EU 4 according to DIN 
24185.
Finish: Structure powder paint, RAL 7035.
Note: Increases the enclosure height by 40 mm.
Temperature resistance: 100°C
Pack. quantity: 1 piece with mounting brackets and ventilation filter.

 

 

W D Part No.

600 400 CVR0604R5
500 CVR0605R5
600 CVR0606R5

600 800 CVR0608R5
800 400 CVR0804R5

500 CVR0805R5
600 CVR0806R5

800 800 CVR0808R5
900 CVR0809R5

1000 400 CVR1004R5
500 CVR1005R5
600 CVR1006R5

1000 800 CVR1008R5
1200 400 CVR1204R5

500 CVR1205R5
600 CVR1206R5

1200 800 CVR1208R5

DFN, Ventilation fan
 

Description: 220-240 VAC Fan. Air flow 160 m3/h. Power 
consumption 19 Watt. Two fan versions: DFN01 for mounting to a 
surface from below, DFN02 for mounting on top of a surface, with 
flow always pointing upwards. Wiring kit consists of a connector 
block for connection of max. 6 fans. Extra contact provided for 
thermostat connection. 
Pack. quantity: 1 set with finger guards and mounting screws.

 

When ventilator holes are not used they can be closed with DFC closing plates.

Description Part No.

Inside mounting DFN01
Top mounting DFN02

DFC, Closing plate
 

Description: Closing plate for an unused fan (DFN) opening.
Material: 1.5 mm zinc plated steel.
Pack. quantity: 4 piece with mounting material.

 

 

Part No.

DFC04
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PV, Ventilated front/rear plinth panels
 

Description: Front and rear plinth sections with ventilated panels. 
Can be used in combination with the ventilated bottom plate CVB. 
For cabling without any restrictions and in accordance with the VDE 
0113 standard. The plinth consists of four corner pieces with 
removable front covers. The side panels PS must be ordered 
separately. All panels have double returns on each panel for 
increased rigidity. Only available in 100 mm high execution.
Material: Corner pieces in 2 mm and panels in 1.5 mm mild steel 
plate.
Finish: Structure powder paint, RAL 7022.
Pack. quantity: 1 set of 4 corner pieces including covers. 1 front 
and 1 rear panel with mounting material for side panels and 
transversal profiles.

 

Add ventilated bottomplates CVB for enclosure ventilation.

W Part No.

600 PV1060
800 PV1080

1000 PV1100

PF, Plinths, front/rear
 

Description: Front and rear plinth sections. For cabling without any 
restrictions and in accordance with the VDE 0113 standard. The 
plinth consists of four corner pieces with removable front covers. The 
side panels PS are to be ordered separately. Produced in 100 mm 
and 200 mm heights. 200 mm high plinths are delivered with a rear 
cover for cabling that consists of two removable panels 100 mm 
high. The front cover is a one piece panel of 200 mm high. All panels 
have double returns on each panel for added strength.
Material: Corner pieces in 2 mm and  panels in 1.5 mm mild steel 
plate.
Finish: Structure powder paint, RAL7022.
Pack. quantity: 1 set of 4 corner pieces including covers. 1 front 
and 1 rear panel (2 rear panels for 200 mm, high plinths) with 
mounting material. Mounting material for side panels and transversal 
profiles is also included in this package.

 

Add the side panels PS for a complete plinth or when combining enclosures 
add transversal panels PT for cable duct support and added rigidity.

H W Part No.

100 400 PF1040
600 PF1060

100 700 PF1070
800 PF1080

1000 PF1100
1200 PF1120

100 1400 PF1140
200 400 PF2040

600 PF2060
200 700 PF2070

800 PF2080
1000 PF2100
1200 PF2120

200 1400 PF2140
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PS, Plinth side panels
 

Description: Side panels to cover the openings in the depth of the 
PF plinth. Double folded panels for maximum strength.
Material: 1.5 mm steel plate.
Finish: Structure powder paint, RAL7022.
Pack. quantity: 2 panels. Mounting material included  with PF.

 

 

H D Part No.

100 300 PS1030
400 PS1040
500 PS1050
600 PS1060
700 PS1070
800 PS1080
900 PS1090

1000 PS1100
200 300 PS2030

400 PS2040
500 PS2050
600 PS2060
700 PS2070
800 PS2080
900 PS2090

1000 PS2100

LF, Levelling feet
 

Description: Adjustable feet for levelling enclosures placed on 
uneven ground. Mounted directly to the frame. Maximum load: 300 
Kg per foot. Adjustment stroke = 30 mm.
Pack. quantity: 4 pieces

 

 

Part No.

LF430

LCR, Casters
 

Description: For easy transportation of an (equipped) enclosure or 
rack. Can be mounted directly to the EDR or Multi-Flex frame or 
underneath the plinths (PF/PFE) with the provided mounting  
brackets. Raises the enclosure by 70 mm.
Maximum load: 240 kg
Pack. quantity: 4 pieces with mounting material.

 

 

Type Part No.

4 castors without brakes LCR470
2 castors with and 2 without brakes LCR471

4 castors with brakes LCR472
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SHC, Ventilated shelf
 

Description: Mounted directly to enclosure frame. The load carrying 
capacity is 50 Kg (110 lbs).
Material: 2 mm zinc plated steel.
Pack. quantity: 1 shelf with mounting material.

 

W D w d Part No.

600 600 509 555 SHC0606
800 509 755 SHC0608

800 600 709 555 SHC0806
800 709 755 SHC0808
900 709 855 SHC0809

SHT, Telescopic ventilated shelf
 

Description: For easy access to installed equipment. Mounted onto 
the depth profiles (SHTP, not included). Partial depth mounting is an 
option. Possibility to take the shelf out of the slides even after 
mounting into the enclosure. Reversed and side mounting possible. 
Maximum load capacity is 50 Kg (100 Kg available on request 
SHTH). Front handles HN4 to be ordered separately.
Material: 2 mm zinc plated steel.
Pack. quantity: 1 ventilated shelf and 1 pair of telescopic slides with 
mounting material.

 

Add SHTP profiles for (partial depth) installation to the enclosure frame.

W D w d Part No.

600 600 460 550 SHT0606
800 460 750 SHT0608

800 600 660 550 SHT0806
800 660 750 SHT0808

SHTP, Mounting profiles for SHT
 

Description: Profiles for partial and full depth mounting of the 
telescopic shelf SHT. Makes it possible to mount a 600 mm deep 
SHT in a 800 mm deep enclosure. Fixed directly to the enclosure 
profile. Fully adjustable in height in steps of 12.5 mm.
Material: 1.5 mm zinc plated steel.
Pack. quantity: 2 profiles with mounting material.

 

 

D Part No.

600 SHTP600
800 SHTP800

SHTH, Telescopic shelf HD
 

Description: For easy access to installed equipment. Mounted 
directly to the enclosure frame with integrated handle. Reversed 
mounting possible. Maximum load capacity is 100 Kg.
Material: 2 mm zinc plated steel.
Pack. quantity: 1 ventilated shelf and 1 pair of telescopic slides with 
mounting material.

 

 

W D Part No.

600 600 SHTH0606
800 SHTH0608

800 600 SHTH0806
800 SHTH0808
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19 inch, 3U equipment support tray, MTR  70
19" Cable manager with 5 plastic guiding clips, PACM 15, 53, 88
19" Cable manager with 5 steel guiding clips, PACM-S 15, 88
19" CAT.3 Telephone distribution panel, PAT 84
19" Cat.6 Distribution panel (screened), PAD 84
19" Cat.6 Pass through distribution panel (screened), PADP 85
19" Fibre Optic Splice Box N, drawer with pigtail set, PAF 86
19" Mounting angles for ElBox, ELC 15
19" Mounting help, PAMH 89
19" mounting profiles, MLC 51
19" mounting profiles, MLP 23, 51
19" PDU with digital Ampere meter, HPDS-A 53, 74
19" Power Distribution Unit, HPDS 74
19" Width reducers, CIWR 95
19", 1U drawer unit/document holder, TDR 71
19", 1U telescopic shelf, VTS 71
19"/24" shelf, VSF 70

A
Adapter plinth, EDMA 69
Aluminium glazed door with swing handle, EDGA 59
Attachment bracket for thermostat, ETRE 15

B
Baying kits, MJND 50
BFT, Touch-up paint (acrylic) 90
BG, Cable entry foam and bottom plate gasket 98
Blanking plate for DIN slots, TB1310 73
Bonding point, EBP10 73
Bottom cable entry, EDBC 67
Bottom plate brackets, EDBB 66
Bottom plate, EDBP 66
Brackets for fixing 19" mounting angles, CIB 94
Brackets for partial height mounting angles (19"), CIC 95
BTN, Open Data Rack 20
BTNB, Wall mounting brackets 21
BTNP, Plinth 21

C
Cable brush, EGG 15, 53, 99
Cable entry foam and bottom plate gasket, BG 98
Cable guide, CGS 88
Cable holders, EDCH 50
Cable support rail for ElBox, ECS 15
Cable tie, CCCT 78
Cable tray clamps, CTC 77
Cable tray, CTN 77
Cable tray, DCT 77
Cage nut insertion tool, CIT 78
Cage nuts, CN 78
Casters, LCR 69, 102
CCCT, Cable tie 78
Central earthing kit, DEK 62, 72
CFR, Fan roof plates 99
CGP, Plastic cable guide 88
CGPT, Patch cord guide 89
CGS, Cable guide 88
CHS, Front Phillips screws 78
CIB, Brackets for fixing 19" mounting angles 94
CIC, Brackets for partial height mounting angles (19") 95
CID, Mounting angles (19") for asymmetric fixing 95
CIP, Mounting angles (19") 94
CIPD, Mounting profiles (19") 94
CIPP, Mounting angles (19") partial height 95
CIT, Cage nut insertion tool 78
CIWR, 19" Width reducers 95
Closing plate, DFC 65, 100
CN, Cage nuts 78
Cold Air Guide, EDAG 52
Compact design light, TLC 16, 53, 76

Controller unit, UVC 76
CRB, Ventilated top cable cover 99
CRG, Top cover with cable gland opening 99
CRP, Rear panel 97
CRPK, Rear panel mounting kit 98
CTC, Cable tray clamps 77
CTN, Cable tray 77
CVB, Ventilated bottom plates 98
CVR, Ventilation roof 100

D
DCT, Cable tray 77
DEK, Central earthing kit 62, 72
DEP, Plain steel door 14
DFC, Closing plate 65, 100
DFN, Ventilation fan 65, 100
DFN61, Wiring kit 65
DGC, Glazed door 96
DHN, Door hinges 180° 96
DKB, Keyboard drawer 71
DMK, Door mounting kit 96
Door hinges 180°, DHN 96
Door mounting kit, DMK 96
Door switch, EDSW 62, 76
Double sliding server shelves, VTSD 71
DSL, Locks for side panels 55

E
Earthing bar support., TNS 72
Earthing bar, NS 72
Earthing cable, ECFA 73
EBF, ElBox wall mounting enclosures 8
EBG, ElBox, wall mounting enclosures 10
EBP, Multi section enclosures with rear section and glazed door 12
EBP10, Bonding point 73
EBR, Rear part 16
ECFA, Earthing cable 73
ECS, Cable support rail for ElBox 15
EDAG, Cold Air Guide 52
EDBB, Bottom plate brackets 66
EDBC, Bottom cable entry 67
EDBP, Bottom plate 66
EDBP-V, Ventilated bottom plate (44%) 67
EDCH, Cable holders 50
EDDR, Horizontal divider for multiple sections 57
EDEL, Espagnolette for outlaying doors 57
EDFC, Fan top cable plate 63
EDFD, Plain flush steel door with round key lock 56
EDFG, Framed flush glazed door with round key lock 56
EDFP, Roof fan plate 64
EDFV, Flush full vented door (80,3%) with swing handle 57
EDGA, Aluminium glazed door with swing handle 59
EDGD, Outlaying design door with swing handle 59
EDGL, Outlaying, glazed door with swing handle 58
EDGL-D, Framed glazed double doors with swing handle 61
EDGN, Ventilated and framed 19 inch glazed door with swing handle 58
EDIF, KVM Interface module 82
EDLF, Levelling feet 69
EDMA, Adapter plinth 69
EDPL, Set of Plain steel side / rear panels 54
EDPS, Outlaying plain steel door with swing handle. 60
EDPS-D, Plain steel double doors with swing handle 60
EDPV-D, Ventilated (80,3%) double doors with swing handle 61
EDR, ElRack, Floor Standing Rack 32
EDRM, Telescopic TFT-screen 80
EDRP, Plain steel rear panel 54
EDSC, PC-System cable 82
EDSP, Split Plain bottom plates 66
EDSV, Split Ventilated Bottom Plates (44%) 66
EDSW, Door switch 62, 76
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EDTC, Top cable entry 64
EDTF, Top full plates 63
EDTM, Tape measure mm/Inch 90
EDTP, Partial top cover plate 63
EDTS, Roof plate spacers 63
EDVP, Flush ventilated side panel. 55
EDVR, Ventilated roofs 64
EDWB, Heavy Duty Mounting Brackets 50
EDWS, Width reduction spacers 50
EGG, Cable brush 15, 53, 99
EGP, Solid gland plate for ElBox 14
EGPV, Gland plate with two fans for ElBox 14
ElBox feet, ELF 16
ElBox wall mounting enclosures, EBF 8
ElBox, wall mounting enclosures, EBG 10
ELC, 19" Mounting angles for ElBox 15
ELF, ElBox feet 16
ElRack, Floor Standing Corner Rack, EMR 46
ElRack, Floor Standing Data Rack, EPD 38
ElRack, Floor Standing Mounted Rack, ER 44
ElRack, Floor Standing Office Rack, EOR 30
ElRack, Floor Standing Patch Rack, EPR 36
ElRack, Floor Standing Rack, EDR 32
ElRack, Floor Standing Server Rack, ESR 42
ElRack, Floor Standing Telecom Rack, ERT 48
EMR, ElRack, Floor Standing Corner Rack 46
EOR, ElRack, Floor Standing Office Rack 30
EPD, ElRack, Floor Standing Data Rack 38
EPR, ElRack, Floor Standing Patch Rack 36
ER, ElRack, Floor Standing Mounted Rack 44
ERT, ElRack, Floor Standing Telecom Rack 48
ESCG, System and chassis grounds, clean earth 73
Espagnolette for outlaying doors, EDEL 57
ESR, ElRack, Floor Standing Server Rack 42
ETR201, Thermostat 65
ETRE, Attachment bracket for thermostat 15
ETSI/21" width reducers, ETWR 52
ETWR, ETSI/21" width reducers 52
EVS, Fixed shelf 16
EWK, Wall mounting screws 14

F
Fan roof plates, CFR 99
Fan top cable plate, EDFC 63
FFC, Front frame cover 98
Fixed shelf, EVS 16
Flush full vented door (80,3%) with swing handle, EDFV 57
Flush ventilated side panel., EDVP 55
Framed flush glazed door with round key lock, EDFG 56
Framed glazed double doors with swing handle, EDGL-D 61
Friction slide, L 70
Front frame cover, FFC 98
Front Phillips screws, CHS 78
Front/rear plinth, PFE 68

G
Gland plate with two fans for ElBox, EGPV 14
Glazed door, DGC 96

H
Handles, HN 78
Heavy Duty Mounting Brackets, EDWB 50
HN, Handles 78
Horizontal divider for multiple sections, EDDR 57
HPDS, 19" Power Distribution Unit 74
HPDS-A, 19" PDU with digital Ampere meter 53, 74

I
Indication tape for 19" profiles, TIH 52 
IP protected ICT Rack, MCI 92

K
Keyboard drawer, DKB 71
KVM Interface module, EDIF 82

L
L, Friction slide 70
LCR, Casters 69, 102
Levelling feet, EDLF 69
Levelling feet, LF 102
LF, Levelling feet 102
Locks for side panels, DSL 55
LSC, Swing handle lock cover 96
LSSI, Profile half cylinder locks 62

M
MCI, IP protected ICT Rack 92
Metric ETSI and 21" mounting profiles, MLT 52
MJND, Baying kits 50
MLC, 19" mounting profiles 51
MLP, 19" mounting profiles 23, 51
MLT, Metric ETSI and 21" mounting profiles 52
Mounting aid for distribution panels, PADM 85, 89
Mounting angles (19") for asymmetric fixing, CID 95
Mounting angles (19") partial height, CIPP 95
Mounting angles (19"), CIP 94
Mounting profiles (19"), CIPD 94
Mounting profiles for SHT, SHTP 103
MTR, 19 inch, 3U equipment support tray 70
Multi section enclosures with rear section and glazed door, EBP 12

N
NS, Earthing bar 72

O
Open cable frame, WCF 22
Open Data Rack, BTN 20
Outlaying design door with swing handle, EDGD 59
Outlaying plain steel door with swing handle., EDPS 60
Outlaying, glazed door with swing handle, EDGL 58

P
PAC, Painted steel front panels 87
PACM, 19" Cable manager with 5 plastic guiding clips 15, 53, 88
PACM-S, 19" Cable manager with 5 steel guiding clips 15, 88
PACV, Ventilated front panels 87
PAD, 19" Cat.6 Distribution panel (screened) 84
PADM, Mounting aid for distribution panels 85, 89
PADP, 19" Cat.6 Pass through distribution panel (screened) 85
PAF, 19" Fibre Optic Splice Box N, drawer with pigtail set 86
PAFS, Splice kit for splice box 86
Painted steel front panels, PAC 87
PAMH, 19" Mounting help 89
PAP, Patch panels 87
Partial depth side panel, SPMP 97
Partial top cover plate, EDTP 63
PAT, 19" CAT.3 Telephone distribution panel 84
Patch cord guide, CGPT 89
Patch panels, PAP 87
PC-System cable, EDSC 82
PF, Plinths, front/rear 101
PFE, Front/rear plinth 68
PFER, Retractable stabilisation plinth 69
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Plain flush steel door with round key lock, EDFD 56
Plain steel door, DEP 14
Plain steel double doors with swing handle, EDPS-D 60
Plain steel rear panel, EDRP 54
Plastic cable guide, CGP 88
Plastic washers, PW 78
Plinth side panels, PS 102
Plinth, BTNP 21
Plinths, front/rear, PF 101
Plinths, side panels, PSE 68
Power distribution box, PWB 73
Profile half cylinder locks, LSSI 62
PS, Plinth side panels 102
PSE, Plinths, side panels 68
PV, Ventilated front/rear plinth panels 101
PVE, Ventilated front plinth panels 68
PVES, Ventilated plinth side panels 68
PW, Plastic washers 78
PWB, Power distribution box 73

R
Rear panel mounting kit, CRPK 98
Rear panel, CRP 97
Rear part, EBR 16
Retractable stabilisation plinth, PFER 69
Roof fan plate, EDFP 64
Roof plate spacers, EDTS 63

S
SCW, Soft cable wraps 78
Set of Plain steel side / rear panels, EDPL 54
SHC, Ventilated shelf 103
Shelf rear support, SRS 70
SHT, Telescopic ventilated shelf 103
SHTH, Telescopic shelf HD 103
SHTP, Mounting profiles for SHT 103
Side panels, SPM 97
Soft cable wraps, SCW 78
Solid gland plate for ElBox, EGP 14
Splice kit for splice box, PAFS 86
Split Plain bottom plates, EDSP 66
Split Ventilated Bottom Plates (44%), EDSV 66
SPM, Side panels 97
SPMP, Partial depth side panel 97
SRS, Shelf rear support 70
Swing handle lock cover, LSC 96
Switched ventilation modules, UVN 75
System and chassis grounds, clean earth, ESCG 73

T
Tape measure mm/Inch, EDTM 90
TB1310, Blanking plate for DIN slots 73
TDR, 19", 1U drawer unit/document holder 71
Telescopic shelf HD, SHTH 103
Telescopic TFT-screen, EDRM 80
Telescopic ventilated shelf, SHT 103
Test Screen, Interferometer-Measuring 86
Thermostat, ETR201 65
TIH, Indication tape for 19" profiles 52
TLC, Compact design light 16, 53, 76
TNS, Earthing bar support. 72
Top cable entry, EDTC 64
Top cover with cable gland opening, CRG 99
Top full plates, EDTF 63
Touch-up paint (acrylic), BFT 90

U
UVC, Controller unit 76
UVN, Switched ventilation modules 75
UVT, Ventilation modules with thermostat 75

V
Ventilated (80,3%) double doors with swing handle, EDPV-D 61
Ventilated and framed 19 inch glazed door with swing handle, EDGN 58
Ventilated bottom plate (44%), EDBP-V 67
Ventilated bottom plates, CVB 98
Ventilated front panels, PACV 87
Ventilated front plinth panels, PVE 68
Ventilated front/rear plinth panels, PV 101
Ventilated plinth side panels, PVES 68
Ventilated roofs, EDVR 64
Ventilated shelf, SHC 103
Ventilated top cable cover, CRB 99
Ventilation fan, DFN 65, 100
Ventilation modules with thermostat, UVT 75
Ventilation roof, CVR 100
VSF, 19"/24" shelf 70
VTS, 19", 1U telescopic shelf 71
VTSD, Double sliding server shelves 71

W
Wall mounting brackets, BTNB 21
Wall mounting screws, EWK 14
WCF, Open cable frame 22
Width reduction spacers, EDWS 50
Wiring kit, DFN61 65
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Eldon HQ

P° de la Finca, 1 Edificio 13
Madrid 28223 
Spain
Tel: +34 91 799 71 35
Fax: +34 799 52 33
eldon.HQ@eldon.com 
www.eldon.com

Eldon España S.A.U.

Ctra. de Fuensanta, KM 1.2
Polígono Industrial
E-23600 Martos (Jaén)
Spain
Tel: +34 95 355 10 00
Fax: +34 95 355 15 39
eldon.es@eldon.com
www.eldon.es

Eldon AB

Egnahemsgatan 39
S-571 83 NÄSSJÖ
Sweden
Tel: +46 (0)10 555 95 00
Fax: +46 (0)10 555 95 90
eldon.se@eldon.com 
www.eldon.se

Eldon Denmark

Postbus 38
Tussendiepen 64-66
NL-9200 AA
The Netherlands
Tel  +45 702 769 60
Fax  +45 702 769 20
eldon.dk@eldon.com
www.eldon.com/dk

Eldon Electric Limited

Rother Way
Hellaby Industrial Estate
Rotherham
S66 8QN
United Kingdom
Tel: +44 1709 701234
Fax: +44 1709701209
eldon.uk@eldon.com
www.eldon.com/uk

SC Eldon SRL
Calle Bruxelles no. 4
Industrial Park Graells & Llonch Prejmer
057165 Prejmer, Brasov
Romania
Tel +40 268 308 200
eldon.ro@eldon.com
www.eldon.com

Eldon N.V.

Postbus 38
Tussendiepen 64-66
NL-9200 AA
The Netherlands
Tel: +31 512 58 01 23
Fax: +31 512 51 71 17
eldon.nl@eldon.com
www.eldon.nl

Eldon International S.A.

Tollaan 103 
1932 Sint-Stevens-Woluwe 
Belgium
Tel: +32/2-3891610
Fax: +32/2-3850329
eldon.be@eldon.com
www.eldon.be

Eldon GmbH

Rhönstraße 2a
D-64572 Büttelborn 
Germany
Tel: +49/6152-98155
Fax: +49/6152-51158
eldon.de@eldon.com
www.eldon.de

Eldon A/S

Skårersletta 50 
Postboks 41 
N-1471 Lørenskog 
Norway
Tel: +47/67-972500
Fax: +47/67-906096
eldon.no@eldon.com
www.eldon.no

Eldon Export Department

Postbus 38
Tussendiepen 64-66
NL-9200 AA
The Netherlands
Tel: +31 512 58 01 23
Fax: +31 512 51 71 17
eldon.export@eldon.com
www.eldon.com

Eldon CS Pvt. Limited

iA 1/ 285/1 GIDC, Umbergoan 
Dist. Valsad, Gujarat 
India
Pin: 396171
India
Tel +91 92 12 74 72 39
sales.india@eldon.com
www.eldon.com/in
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Racklatina S.A.

Avenida Gaona 2682
Villa Zapiola Moreno
Buenos Aires
Argentina
Tel.: +54 11 4656-3231
Fax: +54 11 4656-3231
www.racklatina.com.ar

NHP EEP Pty Ltd

P.O. Box 199
43-67 River Street
AU-Victoria 3121
Richmond
Australia
Tel:+61/3-9429 2999
Fax:+61/3-9429 1075
product@nhp.com.au
www.nhp.com.au

RIM Technology

12A “Produba” Str. Floor 7
Sofia
Bulgaria
Tel: +359 2 391 06 66
Fax +359 2 931 38 39
www.rim-bg.com

Ralston Metal Products Ltd

92 Ferguson Street
P.O. Box 608
Guelph, Ontario
Canada
Tel:+1/519-836 2968
Fax:+1/519-836 9763
service@ralstonmetal.com

Mantox

P.O. Box 27626
2431 Engomi
Nicosia
Cyprus
Tel: 00357 22 774910
Fax: 00357 22 774911
mantox_eng@globalsoftmail.com

3M&A Electrical Supplies

7, Monieb Towers
El-Bahr El-Azam St.
Giza Cairo
Egypt
Tel: 00202 5684375
Fax 00202 5690873

Kontram OY

P.O. Box 88
Olarinluoma 12FIN-02201 Espoo
Finland
Tel:+358/9-8866 4500
Fax:+358/9-8866 4599
kontram@kontram.fi
www.kontram.fi

Electro-Rhône Groupe ETN

62, rue Paul et Marc Barbezat
69150 Decines
France
Tel:+33/(0)4-37 42 30 30
Fax:+33/(0)4-37 42 30 31
electrorhone@etn.fr
www.etn.fr

Sani Hellas Ltd

Praxitelous 9
G-105 62 Athens
Greece
Tel:+30/210-3236627
Fax:+30/210-3247709
fin@otenet.gr
www.sanihellas.gr

Charter Queen Ltd

Unit 3804-05, 38F
Wu Chung House
213 Queen’s Road East
Wanchai
Hong Kong
Tel:+852/25377788
Fax:+852/25379188
charterqueen@charterqueen.com
www.charterqueen.com

Reykjafell Ltd.

Skipholti 35
125 Reykjavik
Iceland
Tel: +354 588 6010
Fax: +354 588 6088

www.reykjafell.is

MCC Controls

6/7 Robinhood Business Park
Dublin 22
Ireland
Tel: +353 1 450 6 450
Fax: +353 1 450 6 104
e-mail: j.mccarthy@mcc-controls.com
j.mccarthy@mcc-controls.com
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Horizons Engineering Switchgear 

Manufacturing Co
P.O. Box 330521
Z.C. 11133 Amman
Jordan
Tel:+9626/55-13849
Fax:+9626/55-31848
horizons@go.com.jo

Rafic Gazzaoui & Co

Spineys Area
Samil Ibrahim Bldg.
Ramlet El Bayda, C.R. 2812
Beirut
Lebanon
Tel:+961/1-854889
Fax:+961/1-854882
import@gazzaoui.com.
lbwww.gazzaoui.com

NHP EEP (NZ) Pty Ltd

7 Lockhart Place
Mt Wellington
1006 NZ Auckland
New Zealand
Tel:+64/9-276 1967
Fax:+64/9-276 1992
sales@nhp-nz.com
www.nhp.com.au

ATI Systems

P.O. Box 1299
Vanderbijlpark 1911
South-Africa
Tel:+27/16-9862267
Fax:+27/16-9862278
technical@atisystems.co.za

Swibox AG

Werkstrasse, 1
8362 Balterswil
Switzerland
+41/71-92952 42
+41/71-92952 49
info@swibox.ch
www.swibox.ch

M/S Ohod Trading Establishment

P.O. Box 6792
21452 Jeddah
United Kingdom of Saudi Arabia
+966/2-6609947
+966/2-6608391
ohod@arab.net.sa

Inpred

Perevedenovsky Lane, 21/9
105082 Moscow
Russia
Tel: +7 495 629 42 40
Fax: +7 495 632 13 34
www.inpred.ru

CEM Srl

Strada Statale 467 n.113
42013
Casalgrande (RE)
Italy
Tel: +39 0522 84 69 85
Fax: +39 0522 84 04 36
www.cemsrl.it

SME Electric

No. 52, Jalan Puteri 5/5
Bandar Puteri Puchong
4100 Puching
Selangor
Malaysia
Tel: +603 8062 8211
Fax: +603 8062 8212
www.sme-electric.com

AMMY

Av. Recoleta 4422
Huechuraba, Santiago
Chile
Tel: (56 2) 625 03 03- Anexo 10/20
ventas@ammy.cl
www.ammy.cl

Osmin Vargas S.A.

P.O. Box 267-1100
Guachipelín de Escazú
San José
Costa Rica
Tel: +506 2215 3026
info@osminvargas.com
www.osminvargas.com
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Eldon Agents

Product specifications, CAD drawings and information available on the website Networking Solutions



Eldon Export Department
Postbus 38 - Tussendiepen 64-66 - NL-9200 AA - The Netherlands
Tel: +31 512 58 01 23 - Fax: +31 512 51 71 17
eldon.export@eldon.com - www.eldon.comN E T W O R K I N G
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