




MCSS - MultiFlex stainless steel  floor standing enclosure, 	
	 single door version

EKSS - MultiK stainless steel floor standing enclosure, 	
	 single door version

MCDS - MultiFlex stainless steel floor standing enclosure, 	
	 double door version

EKDS - MultiK stainless steel floor standing enclosure, 	
	 double door version

MCSS Material: AISI 304 pre-grained 
stainless steel / AISI 316L
Frame: 1.5mm. 
Door: 2mm. 
Rear, roof and side panels: 1.5mm.
Bottom plates: 1.5mm stainless steel. 
Mounting plate: 2.7mm galvanized steel.

EKSS Material: AISI 304 pre-grained 
stainless steel / AISI 316L
Body and removable rear panel: 1.5mm. 
Door: 2mm. 
Bottom Plates: 1.5mm.
Mounting plate: 2.7mm galvanized steel.

Door: Mounted with four hinges allowing left 
or right hand opening. Including door frame 
with 25mm hole pattern.

Rear panel: Fitted by M6 torx screws. Standard 
facilities for rear door mounting.

Side panels: Supplied as an accessory (MCSS).

Roof panel: Removable (MCSS). Fixed (EKSS)

Lock: Espagnolette 4-point locking system. 
Does not interfere with the enclosure inner 
space. Standard double-bit 3mm lock. Can be 
exchanged for standard inserts or Euro-cylinder 
and swing handle.

Bottom plates: One piece bottom plate with 
injected polyurethane gasket to ensure maxi-
mum sealing.

Mounting plate: Double folded and slides 
into position. Adjustable in depth by steps of 
25mm with the MPD02 accessory. Mounting 

plate is delivered attached on the outside of 
the enclosure packaging. 

Earthing: All panels are earthed through their 
fittings and are equipped with a separate earth-
ing stud.
Finish: 240s pre-grained stainless steel (0.5 
microns average).

Delivery: Frame with fitted door, rear panel, roof 
panel, bottom plates, mounting plate and door 
frame. Delivery also includes earthing bolts. 
Delivered on a pallet with identical width as the 
enclosure to allow suiting without removal. All 
packing material is recyclable. Mounting plate 
is on the outside. 

Mounting requirement: Standard delivery 
ready for combined installation. For stand-alone 
installation add side panels.

Technical Information

Protection: 
IP 56; NEMA 12, 13; IK 10

Dimensions:  
H: 1800-2000
W: 600-1000
D: 500-600

Certificates: 

Protection: 
IP 66; NEMA 4x, 12, 13; IK 10

Dimensions:  
H: 1400-2000
W: 600-1000
D: 400

Certificates: 

Protection: 
IP 55; NEMA 12, 13; IK 10

Dimensions:  
H: 1800-2000
W: 1000-1200
D: 500-600

Certificates: 

Protection: 
IP 55; NEMA 12, 13; IK 10

Dimensions:  
H: 1200-2000
W: 1200-1600
D: 400

Certificates: 
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Important note: The stainless steel Excellence line will be phased out after more than 20 years in the market. It will be replaced by the 
new Stainless steel MultiFlex range of enclosures. In both compact and combinable versions. In addition, ASR models with dimension  
1200mm wide will be phased out in the new Catalogue v90. 

New model Item nº 
MCSS
(e.g. MCSS18085)

MCDS
(e.g. MCDS20086)

EKSS
(e.g. EKSS18064)

EKDS
(e.g. EKDS18124)

ADR1201240

Replaces 
CSS
(e.g. CSS18085)

CDS
(e.g. CDS20086)

KSS
(e.g. KSS18064)

KDS
(e.g. KDS18124)

EKD12124



The condenser coil 
with more distance between 
the fins and hydrophilic paint, 
makes the Eldon cooling units 
maintenance free. 

The condensate dissipator 
which is included in almost 
all the cooling units reduces 
the risk of water penetrating 
into the enclosure.

Most models are equipped 
with an electronic control board, 
allowing the enclosure status 
to be checked and temperature 
to be set from outside the enclosure.
	

Eldon cooling units

CUH - mounted on top of enclosures

Hydrophilic paint in the condenser coil Condensate dissipator Electronic control board
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High performance cooling unit for partially recessed in-
stallation, providing effective use of space in front and 
side mounting.

All the units are equipped with electronic control board 
and condensate dissipator

approvals:

protection: IP 54

cooling capacity: 850 up to 2000W

Temperature limits inside: 25ºC to 45ºC

Temperature limits outside: 20ºC to 55ºC

High performance cooling unit for vertical installation 
in outdoor installations.

The mechanical thermostat is inside the unit and is 
adjustable between 25ºC and 45ºC.

Manufactured in galvanized steel or stainless steel as 
standard, the 316 stainless steel version is available on 
request. The stainless steel version has polyurethane 
protection on the coil.

approvals:
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CUV - vertical mounting cooling unit 

CUH - roof mounting cooling unit

CUS - slim-in mounting cooling unit

CUO - outdoor mounting cooling unit

protection: IP 54

cooling capacity: 330 up to 4000W

Temperature limits inside: 25ºC to 45ºC

Temperature limits outside: 20ºC to 55ºC

High performance cooling unit mounted flush with the 
outside surface so maximizing space inside the enclosure.

Starting from  500W are equipped with electronic control 
board, and from 1050W with condensate dissipator

approvals:

protection: IP 54

cooling capacity: 850 up to 2500W

Temperature limits inside: 25ºC to 45ºC

Temperature limits outside: 20ºC to 55ºC

protection: IP 54

cooling capacity: 600 up to 3800W

Temperature limits inside: 25ºC to 45ºC

Temperature limits outside: 20ºC to 55ºC

High performance cooling unit for top installation.
Easy installation with a quick release mounting frame.

Equipped with electronic control board, and starting from 
1400W with condensate dissipator

approvals:



OICE, SA SM - Swing arm system

Based upon the well-know MAS enclosure The aluminium front cover for easier 
machining for HMI devices

Stronger swing arm for higher requirements
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The OICE enclosure is based 
upon the MAS enclosure, 
and many of the MultiMount 
accessories can be used.

Pre drilled fixing holes, 
suitable for both 
Eldon swing arm systems, 
SL and SM.

The new swing arm SM 
increases the loading capacity 
up to 125 Kg.

Swing arm systems
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OICE, Operator Interface Control Enclosure

SA SM, Swing Arm medium system

Material: 
Body and door: 1.2mm mild steel.
Front cover: aluminium.
Handles: plastic

Body: Folded and seam welded, with maxi-
mum opening. The front fitted with an alu-
minium front panel. Handling grips mounted
to front, left and right edges.

Rear door: Surface mounted with 130º 
opening. Concealed removable hinges with 
captive pin. Hinges can be mounted to allow 
left or right hand opening. Door profiles 
MMDP are available as an accessory.

Lock: Customised lock with double grip for 
easy opening of the door. Double-bit 3mm 
insert and 90º movement. Other inserts
and locks are available as an accessory.

Protection: Complies with IP 55.

Finish: RAL 7035 structure powder coating.

Approvals: CE.

Delivery: Enclosure with aluminium front 
panel, rear door, plastic double-bit 3mm 
key, and mounting accessories.

Technical Information OICE

Protection: IP 55

Dimensions:  H: 300-500, W: 300-600, D: 155-210

Mounting facilities with the BPP profiles

Customization available: Colour, size, machining…

Different items to build any configuration

Loading capacity up to 125 Kg

Suitable for the control panel OICP, 
and for the control enclosure OICE



Ideal solution for each 
installation requirement.

�� Strain relief 

�� Space used inside  
and outside the enclosure 

�� Sealing type 

�� High IP 

�� For cables with  
or without connectors  
already installed

Eldon offers 
customized enclosures 
to make the mounting 
of these cable management 
accessories easier

Cable management

Individual glands with different features Solutions for enclosures with high density 
of cable entries, saving up to 50% 
compared with individual cable glands

Cable entry with integrated seal specially 
designed to install cables with connectors 
already assembled
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IP 67
Temperature resistance: -50ºC to +125ºC
Material: TPE (Thermoplastic elastomer)
M16 up to M32

IP 67
Temperature resistance: -40ºC to +110ºC
Material: EPDM
M12 up to M50

CES, Simple protection cable entry CED, Double protection cable entry

CPG, Cable plastic gland CAG, Cable anchorage gland

IP 68
Temperature resistance: -25ºC to +100ºC
Material: Polyamide PA6
M12 up to M63

IP 67 / 65
Temperature resistance: -20ºC to +125ºC
Material: TPE and Polyamide
M20 up to M25

CEP/CEPR, Cable entry gland plate CCF, Connected cable entry gland plate

IP 65
Temperature resistance: -30ºC to +70ºC (90ºC for CEPR)
Material: Polyamide and TPU/NBR/EPDM
For cables with diameter of 3mm up to 20mm

IP 54
Temperature resistance: -40ºC to +140ºC 
Material: Polyamide and thermoplastic rubber
For cables with diameter of 3mm up to 16mm


